
SIZE IN MILLIMETRS

SPECIFICATIONS 

LOADING TABLES 

4m 5m 6m 7m   8m

Point load [kg] 633

Deflection [mm] 12

Distrib. Load [kg/m] 266

Deflection [mm] 14

504 418 355 309

18 25 35 45

169 117 85 65

22 32 43 57

SIZE IN INCHES

Tubes 50x3mm (2 x 0.12 inch)

Braces 20x2mm (0.8 x 0.08 inch)

Alloy EN-AW 6082 T6 (AlMgSi1 T6)

HT32 
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IMPORTANT NOT: beam has full stabilization against lateral buckling effect!!
                                         (it must be ensured by provider/user of structure)

13.1ft 16.4ft 19.7ft 23.0ft

Distrib. Load [lb/ft] 178.7

Deflection [inch] 0.6

Point load  [lb] 1395.5

Deflection [inch] 0.5

113.6 78.6 57.1 43.7

0.9 1.3 1.7 22.

1111.1 921.5 782.6 681.2

0.7 1.0 1.4 1.8

26.2ft

SIZE IN MILLIMETRS SIZE IN INCHES

STRAIGHT SEGMENT LENGTHS HT32
CODE LENGTH WEIGHT

HT32-50 0.5m 1.64ft 1.9kg 4.26lbs

HT32-75 0.75m 2.46ft 2.6kg 5.76lbs

HT32-100 1m 3.28ft 3.3kg 7.23lbs

HT32-150 1.5m 4.92ft 4.7kg 10.30lbs

HT32-200 2m 6.56ft 6.1kg 13.34lbs

HT32-250 2.5m 8.20ft 7.4kg 16.38lbs

HT32-300 3m 9.84ft 8.8kg 19.45lbs

HT32-350 3.5m 11.48ft 10.2kg 22.47lbs

HT32-400 4m 13.12ft 11.6kg 25.56lbs

HT32-450 4.5m 14.76ft 13.0kg 28.67lbs

HT32-500 5m 16.40ft 14.4kg 31.64lbs

SPECIFICATIONS HT32
TUBES 50x3mm (2 x 0.12inch)

BRACES 20x2mm (0.8 x 0.08inch)

ALLOY EN-AW 6082 T6

LOADING TABLES HT32
2m 4m 6m 8m 10m 12m

Distrib. Load [kg/m] 710 254 115 64 40 27

Deflection [mm] 1.7 9.6 22.3 40.4 64.2 94.1

Point load [kg] 1027 508 344 256 202 165

Deflection [mm] 1.9 7.7 18 32.8 52.5 77.5

6.56ft 13.12ft 19.68ft 26.24ft 32.81ft 37.37ft
Distrib. Load [lb/ft] 477.2 170.7 77.3 43 26.9 18.1

Deflection [inch] 0.1 0.4 0.9 1.6 2.5 3.7

Point load [lb] 2264.5 1120.1 758.5 564.5 445.4 363.8

Deflection [inch] 0.1 0.3 0.7 1.3 2.1 3.1

The listed loads are verified for 
simply supported beam.
The truss needs to be secured 
against horizontal movement 
every 1m for the loading tables 
to be valid.

HT32 double
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